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      PV module in collector format

    

      	PV module for combination in the collector field

	Combination of solar thermal energy and photovoltaics
	Homogenous optics
	Compatible for FKF and ALDO+
	Freely positionable in the collector field
	Complete production in Germany
	Hydraulically connectable
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  Brochures




        
  
  	
         Brochure PV-Panel (2.4 MiB)
      







  






  
  


      Technical data

    

      	Model FKF	FKF 200	FKF 240	FKF 270
	Net area	1,83 m²	2,22 m²	2,52 m²
	Gross area	2,10 m²	2,52 m²	2,85 m²
	Length	1.746 mm	2.100 mm	2.373 mm
	Width	1.200 mm	1.200 mm	1.200 mm
	Height	85 mm	85 mm	85 mm
	Operating pressure	6 bar	6 bar	6 bar
	Cell type	Monocrystalline
	Connection box	IP 65
	Connection cable	Multi-Contact MC4 od. kompatibel
	Nominal power	~315 [Wp]	~340 [Wp]	~340 [Wp]


 


  
  
  



  






  
  


      Assembly instructions

    

      One system for all types of mounting

Whether roof installation, on-roof mounting or fixing on floor and wall consoles - thanks to the modular concept, every application can be realised with our hybrid collector arrays. Fixing and connection are carried out with the same components for all installation types.

All mounting systems are prefabricated and subsequent adjustments are not necessary. The components are industrially manufactured from high-quality materials and guarantee a long service life of the mounting construction.
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      Roof mounting
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      Roof integration
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      Bottom console
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      Wall console
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      Facade installation


  





    

  
      

      
      [image: ]

      
      
    
  
      Console on roof hook
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      STI Solar-Technologie-International GmbH

    

      Seiferitzer Allee 14
D - 08393 Meerane


  
  
  





      Kontakt

    

      Tel: +49 (0)3764 79561-0
Fax: +49 (0)3764 79561-15
E-Mail: info@sti-solar.de
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